OPERATING INSTRUCTIONS
BATTERY OPERATED
WATERING CONTROLLER

GALCONIT E.Z.
MODEL 2010

calcon<:

IRRIGATION CONTROL EQUIPMENT

Before installing and using your Galconit E.Z. please read the instruction booklet.
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Thank you for purchasing a "Galconit E.Z." watering controller.

We are certain you will enjoy many years of trouble-free
watering. L

However, should you have any questions, please ask
your retailer or contact us directly.
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GETTING TO KNOW YOUR CONTROLLER
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ASSEMBLING AND INSTALLING
THE CONTROLLER
Installation

1. Turn off the main water supply.

2. Install the controller into the watering system making sure that
the water flow from the mains is in the direction of the arrow
on the valve housing.
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*Never use the controller unit as a handle for tightening the
valve to the pipe.

Should the valve need tlghtemng. DO NOT use the controller
as a handle. A 1/4 turn anticlockwise releases the head.
Re-assemble after installation of valve unit.

When dismantiing the unit, make sure not to lose the O-ring

*Should your watering system not have a filter installed, you are
recommended to fit one (like the Galcon filter - see page 11)
between the controller and the water mains, -to prevent the system

from becoming blocked. = e
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AUTO

3. Turn the manual operating Iever / . ‘
to the central position, "AUTO". o@

4. Turn on the main water supply.



5. Battery Installation _
Insert the batteries correctly
(watch out for the + - polarity).
(Only use 9V alkaline batteries)

First insert the rear end of the battery and only then
firmly push the front side of the battery into position.

Should you wish to install the controller inside a valve box,
you must first seal the cover in accordance with the instructions
(see page 9) Important information and maintenance.

Things you should know!

MANUAL OPERATION.

AuTo
TO open the valve manually - turn the lever to the left. /' !} \
' oN OFF

TO close the valve manually - turn the lever to the right.
Remember - To operate the waterir.lgf_,qontroller automatically, the lever
must always be in the middle (AUTO) position.

Manual operation, to OPEN, or CLOSE, may also be used
during the Automatic program.



' WATERING PROGRAM - IMMEDIATE. START
(Example: 30 minutes of watering every 3 days).

1. Make sure that the "manual operation lever® is in the mlddle (AUTO)
position and that the batteries are removed.

2. Point the “"watering time" selector to the required setting

(e.g. 30 min - position 4)

Position 123(?1507!9ABCDEF .-{'3:, @m

Ww 5 I:llolnfﬁt.zl‘)‘ts 115 2!'!5! u‘rf 6 8 10 12 ". :ﬂ

3. Point the “watering cycle selector to the required setttmg
(e.g. for once every 3 days - position 8)

Pomm01zsas.37(|)ABcner a%l
Watering|3 |46 00 |3 6 12|12 34 5 6 710142 - BG):
Cycle éllimlhl hours days - egd

4. Insert the batteries correctly (see instructions page 5).

(Wait approx.10 seconds after inserting the batteries before)

continuing onto step 5.

5. Press the "operating button® beneath the controller oncé'
to start watering. (you will hear a “click").

* From now on the valve will open automatically in accordance
with the program, for 30 minutes every 3 days at the same time.

N.B.- The “watering time " length can be changed even after running
the program, by changing the watenng time" selector according

to the td:lo

remove the batteries, wait 20 ‘seconds and

- To re-program,
according to the program required.

~ start again from step 1,
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WATERING PROGRAM -.DELAYED START
' (Example: 2 hours of watering, once every -
7 days, starting with a 6 hour delay).

1. Make sure that the "manual operation lever" is in the middle (AUTO)
position and that the batteries are removed.

2. Point the"watering time" selector to the required setting
(e.g. 2 hours position 8) . .

Postion |1 2 3 4 5(67(BRABCDE F| [o70 @m
Watering 5 10 15 3045|1152 3 4 § 6 8 10 12 “{:}'
L Time :

minutes hours 5‘-.;"’"

8. 1nsé_rt .tho batteries correctly (see instructions - page 5).
4. Set the “watering cycle” selector to the “delay position” (O).

Postion{O)1 2|3 4 5|6 780 ABCDE]JF o

Watering|= (45 90 |3 6 12 [ 123456710143 <———| “KDE

Cycle |= |minutes| hours days e Egg®
b -

5. Push operating button (beneath unit) HOLD, and release after hearing the
number of clicks representing the number of hours DELAY required.
( 6 clicks = 6 hour delay ) :
( If the number of hours selected is an odd number, an additional
click will be heard after a few seconds, this will ensure that the
valve will be turned off )

6. Turn the "watering cycle" selector to the required setting
(e.g. for once every 7 days- position "C").

Postion[0[1 2|3 4 5|6 780 AB(CD E[F -
Watering|3 46 90 |3 612 |12 3456 71014|03) CE Y2
Cycle |a |minutes| hours days ° or Frgt?

* In six hours time, th'e.controller will start watering for a period of 2
hours, regularly once every 7 days.: : ;

N.B.- The “watering time“ Iehgth can be changad even after running
the program, by changing the “watering time" selector according
to the table. ;

- To. re-program, the batteries should be removed, wait 20
seconds and start again from step 1, according to the program
required.
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